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WITH OVER 40 YEARS OF EXPERIENCE INDIA’S LEADING PLASTIC PROCESSOR;

BRINGS TO YOU

uPVC ASTM PIPES AND FITTINGS SYSTEM FOR COLD WATER PLUMBING

India’s Leading Piping Solution Provider



Jain Irrigation Systems Limited (JISL), has an unmatched and enviable performance track record as a Total Solution Provider for various 
thermoplastics piping systems such as for Agriculture, Water, Gas, Telecom, Utility, Sewerage, Chemicals, Industrial Effluents, Mining, Slurry, Coal ash, 
SWR, Sub soil drainage, Ground water tapping, Lift Irrigation, Micro Irrigation & sprinkler irrigation, Hand pumps, House service connections etc.

Jain Irrigation Systems Ltd is a diversified entity with turnover in excess of $ 1.2 Billion. We have a global presence with 33 manufacturing bases spread 
over four continents. Our products are supplied to 126+ countries with able assistance from 11,000+ dealers and distributors worldwide. With over 5 
decades of efforts and presence in the marketplace we have reached over 8.5 million farmers

JISL from its noble range brings to you JAIN PLUMBING uPVC ASTM Pipe and Fitting systems for all your domestic and high pressure cold water 
plumbing requirements. 

Jain Plumbing high quality uPVC ASTM Plumbing pipes and fittings are manufactured in line with major international standards and parameters. The 
range encompasses both Solvent Welded and Threaded piping pertaining to various applications from residential and commercial to industrial plumbing.

 Sr. No Property Standard Required Value Unit

 1 uPVC Compound Cell Classification ASTM D 1784 12454 

 2 Specific Gravity ASTM D 792 1.40 – 1.46

 3 Thermal Conductivity (K) ASTM C177 0.16 W/(m·k)

 4 Sustained Pressure Test ASTM D 1598 No Failure Should occur
o 5 Hydrostatic Design Stress at 73.4 F ASTM D 2837 2000 PSI

 o 6 Heat Distortion Temp. At 264 PSI ASTM D 648 158 F
o 7 Tensile Strength Yield at 23 ± 2  ASTM D 638 7000 PSI

 8 Modulus of elasticity in tension ASTM D 638 400000 PSI 

 9 Izod Impact Strength ASTM D 256 > 0.65 Ft.lb/in.      of notch

 10 Burning Rate ASTM D635 Self-Extinguishing

 11 Flammability Rating UL 94 94 V-0
o 12 Coefficient Of Thermal Expansion ASTM D 696 5.0 X 10-5 mm/mm C  

 13 Resistance to Acetone (Extrusion Quality Test) ASTM D 2152 Shall not flake or disintegrate

 14 Flattening test ASTM D 1785 Shall not split, crack or break 

 15 Hazen Williams Coefficient  150
 o 16 VST IS 12235 (Part 2) 78 - 80 C

 17 Impact Strength IS 12235 (Part 9) Maximum 10% TIR

 18 Transmission Of Visible Light IS 12235 (Part 3) < 0.2%

 19 Longitudinal Reversion IS12235 (Part 5) +/- 5.0 %

 20 Resistance to Dichloromethane IS 12235 (Part 11) Shall not attack 

 uPVC ASTM Pipe Properties

Product Range
• Pipes:15 NB (½") to 300 NB (12") • Fittings: 15 NB (½") to 100 NB (4")

Durability 50+ years
Always use
Jain’s Perma-Fix - UPVC Solvent Cement for 
better Bonding Performance.

Available in 50ml, 100ml, 250ml, 500 ml and 1 lt 

Install Peace of Mind!

Jain Plastic Park, P.O.Box 72, Jalgaon - 425001. India.Tel: 0257-2258011; E-mail: plumbing@jains.com; Website: www.jains.com

CIN: L29120MH1986PLC042028 
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